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	ཛྷ Available in multiple sloped 
tapers, contact local 
Kingspan facility

	ཛྷ Meet or exceeds ASTM 
C578

Expanded Polystyrene Board
Tapered EPS



AEROROOF ™
Expanded Polystyrene Board

Description 

Kingspan Insulation, LLC (“Kingspan”) manufacturers 
Aeroroof tapered expanded polystyrene boards. The rigid 
structure allows for moisture resistance and a application 
specific compressive strength, making it effective for roof 
installations with high traffic.
Tapered Insulation products provide performance and value 
in low slope roofing systems and are designed to be used 
over structural roof decks. Tapered EPS is designed to be 
effective method of tapering a roof to direct water into a 
drain promoting positive drainage, while preventing ponding. 
International Building Code (IBC) requires a minimum slope 
of 1/4" per foot to roof drains, scuppers or gutters to prevent 
ponding water and infiltration. Other standard slopes, 
such as 1/8" per foot and 1/2" per foot, are also available to 
manage water drainage and design flexibility.

Advantages 

	ཛྷ It is a weather durable and material, known for its 
consistent and foreseeable long-term mechanical and 
thermal performance, even under extreme conditions.

	ཛྷ Aeroroof Tapered EPS is user-friendly, making it simple to 
handle, cut, and install. It is a versatile option that can 
be applied over any surface, whether in new construction 
or for enhancing thermal performance during re-roofing 
projects. It is essential that the roof substrate is clean, 
dry, smooth, and devoid of oil, grease, rust, standing 
water, frost, or snow.

Compliances and Approvals 

Aeroroof insulation products have been tested and found 
to meet the requirements of the specifications listed below. 
A Kingspan representative can provide you the assistance 
in determining the suitability of these and any unlisted 
specifications.

	ཛྷ ASTM C578

Handling & Storage
It should always be properly installed and stored. For 
detailed safe handling and safety information, refer 
to product SDS. When stored outdoors, EPS should be 
protected from exposure to direct sunlight using the original 
packaging or an opaque, light–colored tarp. EPS that has 
been unwrapped should be covered or rewrapped. EPS left 
exposed should be covered within 60 days to minimize UV 
damage. Once the exposed EPS is covered, the damage 
stops and is limited to the thin layer of cells on the surface 
that was exposed to the UV. EPS cells below the UV exposed 
surface layer are generally undamaged and the EPS overall 
performance remains intact. 
WARNING: This product is combustible. A protective barrier 
or thermal barrier is required as specified in the appropriate 
building code. Protect it from exposure to open flame 
or other ignition sources during shipping, storage and 
installation.

Health & Safety
This product should not be used as an exposed interior 
surface in buildings where people can be expected to be 
present. An approved fire protection barrier, such as ½” 
gypsum wallboard or equivalent, should be applied between 
this product and the interior of such buildings. Fire and 
building codes should be followed.
All assemblies should be evaluated for effectiveness and 
location of vapor retarders to avoid condensation and 
subsequent damage to structures (ASHRAE Handbook of 
Fundamentals). Since foam sheathings are non–structural, 
they must be installed over adequately braced framing in 
accordance with local building codes.
WARNING: Do not stand on or otherwise support your 
weight on this product unless it is fully supported by a load 
bearing surface.



Sustainability 

EPS rigid foam insulation is an inert, organic material 
produced from petroleum and natural gas by-products. Our 
EPS product does not contain chlorofluorocarbons (CFCs) or 
hydro-chlorofluorocarbons (HCFCs). It provides no nutritive 
value to plants, animals or micro-organisms.

Fabrication and Installation 

EPS is easily fabricated after manufacture to meet specific 
design and dimensional requirements. Because of its light 
weight it is easily stored, handled, and installed on the job 
site. , they are cut and shaped to the desired dimensions 
using specialized cutting tools.

Other EPS Products 
	ཛྷ Holey board roof insulation for lightweight concrete 

roof applications
	ཛྷ Architectural shapes for decorative and architectural 

applications; an excellent alternative to wood or concrete
	ཛྷ Concrete forms
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Kingspan Insulation LLC believes the information and recommendations herein to be accurate 
and reliable. However, since use conditions are not within its control, Kingspan Insulation LLC 
does not guarantee results from use of such products or other information herein and disclaims 
all liability from any resulting damage or loss. No warranty, express or implied, is given as to the 
merchantability, fitness for particular purpose, or otherwise with respect to the products referred to.

For more information on specific building product 
recommendations and installation guidelines, contact your 
Kingspan Insulation LLC representative.

ASTM C578 Requirement

Physical Properties1 ASTM 
Method Units Type I Type VIII Type II Type IX Type XIV2

Density (min) D1622 lb/ft3 0.90 1.15 1.35 1.80 2.40

Compressive Strength at 10% 
Deformation (min) D1621 lb/in2 10.0 13.0 15.0 25.0 40

Flexural Strength (min) C203 lb/in2 25.0 30.0 35.0 50.0 60

Thermal Conductivity C518 Btu.in/hr.
ft2.˚F

75°F 0.278 0.263 0.250 0.238 0.238

Thermal Resistance (1" thick) 
(min) C518 hr.ft2.˚F/BTU

75°F 3.60 3.80 4.00 4.20 4.2

Water Absorption (max) C272 % by Volume 4.0 3.0 3.0 2.0 2.0

Water Vapor Permeability - 
Transmission (max) E96 perm-inch 5.0 3.5 3.5 2.5 2.5

Dimensional Stability (max) D2126 %

158°F / 97%RH 2.0 2.0 2.0 2.0 2.0

-40°F / Ambient RH 2.0 2.0 2.0 2.0 2.0

Oxygen Index (min) D2863 Volume % 24.0 24.0 24.0 24.0 24.0

1 These are nominal values obtained from representative samples internally or third party tested to meet the requirements of ASTM C578, subject to normal manufacturing variances.
2 Not available from Kingspan Miami facility.
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